
METROSIL助您建立信誉 

我们的高能测试实验室（HETL） 
保证能提供保护。

HETL具有高达2000伏特、8000安培和2兆焦耳的额定配置，就是我们自己的现场

发电站。因为能够产生如此强大的功率，所以HETL能够对我们的励磁放电电阻实

施终极测试——用挑战其承受阈值的极限能量对其实施撞击。

HETL为我们兑现自己的质量承诺护航，令我们的励磁放电电阻在安装之前已经

具备应有性能。具体成就何在？为全球旗舰电力项目减轻风险、确保安全并提供

信心——利用Metrosil广泛的技术支持和设计协助为其保驾护航。  

METROSIL
HETL特点：

•	设计独特，可测试大型压敏电阻

•	额定配置高达2000伏特、8000安培、 
2兆焦耳

•	可选测试波形（方波、电压控制；方
波、电流控制；感应放电）

•	能为所有激励系统提供高能测试报告，
突出重点统计数据

•	有真正的感应放电测试可供选择，测试
数据以图表形式显示

METROSIL
HETL的优势：

•	极强的高能测试能力

•	所有Metrosil设备都经过最大电压、 
电流、能量的测试——性能值得信赖

•	协助原始设备制造商（OEM）达到 
IEEE 421.6和DLT 843-2010的建议要求



高能测试报告   

口碑深受多家大型发电站 
信任

电站 国家 发电量（万千瓦）

三峡 中国 22,500

伊泰普（Itaipu） 巴西/巴拉圭 14,000

拉格朗德（La Grande） 加拿大 12,800+

溪洛渡 中国 12,600

古里（Guri） 委内瑞拉 10,200

大古力（Grand Coulee） 美国 6,809

向家坝 中国 6,400

糯扎渡 中国 5,850

metrosil.com

如欲了解我们的高能测试实验室的更多技术细节或希望与Metrosil团队洽谈，请联系：

M&I材料有限公司（M&I Materials Ltd）在销售和技术文献以及对具体咨询的回复中或以其他方式提供的任何与产品的使用、储存、搬运或产品特性相关的推荐意见和建
议都是基于诚信及善意提供的，客户必须自行确定本品是否适合从事其所需用途。©2017年M&I 材料有限公司（M&I Materials）版权所有。

销售咨询

电话：+44 (0)161 864 5456
信箱：metrosilsales@mimaterials.com

技术咨询

电话：+44 (0)161 864 5462
信箱：metrosiltech@mimaterials.com

PASSED
HIGH ENERGY TEST

www.metrosil.com

Any recommendation or suggestion relating to the use, storage, handling or properties of the products supplied by M&I Materials Ltd either in sales and
technical literature or in response to a specific enquiry or otherwise is given in good faith, but it is for the customer to satisfy itself of the suitability of the 

product for its own particular purposes. ®Registered Trade Mark.

Parameter Results Units

Start Current 3800 Amps

End Current 4150 Amps

Average Current 4015 Amps

Start Voltage 1120 Volts

End Voltage 1150 Volts

Average Voltage 1110 Volts

Energy 746 kJoules

Test Time 220 milliSeconds

Test Data

Job Information

SME Number: SME0001234		

Test Operator: I Rowley 
Set Number: 1D
Test Number: 123456
Spec Issue Date: 13/11/2017
Specification: 8000 Series

Test Operator: I Rowley                                                                                                 
Test Date & Time: 13/11/2017 11:43:45
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Any recommendation or suggestion relating to the use, storage, handling or properties of the products supplied by M&I Materials Ltd either in sales and
technical literature or in response to a specific enquiry or otherwise is given in good faith, but it is for the customer to satisfy itself of the suitability of the 

product for its own particular purposes. ®Registered Trade Mark.

Test Parameter Graph for:

SME Number: SME0001234		

Test Operator: I Rowley 
Set Number: 1D
Test Number: 123456
Spec Issue Date: 13/11/2017
Specification: 8000 Series

The graph opposite is a real time 
display of the test parameters 
during the test. It can be seen 
that there is a steady increase in 
absorbed energy until the test 
system determines that the test 
has been completed and power 
is removed. The applied voltage 
and resulting current and energy 
absorption are shown.

Test Conducted to Metrosil Work Instruction M Proc 003 in accordance with the test criteria stated in the 
above specification and SME Number.

Signed:

Quality Department, M&I Materials Ltd.,			
Stamp:       Date: 13/11/2017	

Test Operator: I Rowley                                                                                                 
Test Date & Time: 13/11/2017 11:43:45

For added confidence, the high energy test 
is performed at a level which is higher 

than that of the rated design.
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